












mm width  by preheating at 1200  ºC and processing at 1000 mm/h with a  line­shaped 
CO2  laser  beam and 580 W/cm 
2  irradiance. The  surface  finish was  smooth,  free  from 
overlapping­track  roughness.  The  resolidified  layer  had  eutectic  microstructure  with 
lamellae­type  Al2O3  and  tetragonal  ZrO2(t­ZrO2)  colonies.  The  fracture  tests  of  the 
samples confirmed the absence of crack type resolidification defects and the removal of 










properties and eliminate critical  surface defects  that may result  in  the  improvement of 
the  mechanical  performance  of  the  whole  ceramic  body.  Laser  melting  and 
resolidification  of  ceramic  surfaces  has  been  used  in  the  past  with  the  objective  of 
sealing  porous  ceramic  refractories  [1­4],  changing  the wettability  of  the  surface  [5], 
increasing  wear  resistance  [6,7],  modifying  tribology  properties  [8],  repairing  of 
localized  manufacturing  defects  [9],  texturing  the  surface  layer  [10],  producing 
functional  coatings  on  ceramics  [11],  or  modifying  the  pore  architecture  and 
thermophysical  properties  of  thermal  barrier  coatings  applying  a  combined  plasma 
spraying  with  in­situ  laser  remelting  process  [12,  13]  etc.  It  is  difficult,  however,  to 
completely suppress crack development during processing, because of the large thermal 
gradients  that the brittle material  is subjected to during extremely  localized heating by 
the laser beam. One of the obvious solutions to minimize these large thermal gradients 
is  to perform  the preheating of  the  zone or of  the whole  substrate to be  treated. Zum 
Gahr  and  colleagues  [14]  were  the  first  ones  to  explore  this  approach.  They  used 
furnace preheating of Al2O3 based ceramics (porous and relatively dense, TD ~ 95%) up 
to 1500 ºC and observed significant reduction of processing cracks. Bradley et. al. [15] 
employed  a  different  preheating  approach  based  on  direct  zone  preheating  with 
oxygen/acetylene  flame.  As  a  result  they  obtained  crack  free  densification  of  Al2O3 
based refractory materials. Triantafyllidis et. al. [16] tried dual laser beam heating (one 
laser  for  preheating  and  another  for  melting)  but  encountered  difficulties  in 










contraction  porosity.  Recently,  Campana  et.  al.  [18]  attained  surface  melting  and 
resolidification of porous eutectic ceramic tubes without the need of preheating, only at 
conditions  where  the  resolidified  layer  was  very  thin  (30  microns).  Traverse 





A  number  of  studies  performed  on  directionally  solidified  oxide  eutectics  show 
improved mechanical behaviour at room and high temperatures due to the combination 
of  a  fine  homogeneous  microstructure  together  with  clean  and  strongly  bonded 
interfaces  [19, 21, 22]. Laser assisted surface melting of eutectics  has been applied  to 
Al2O3­YSZ  [20,  21],  Al2O3­YAG  [23],  NiO­CaSZ  [24]  oxide  systems  and,  more 
recently,  to  non­oxide  systems  [25],  and  their  microstructure  evaluated.  In  particular, 









A  line  shaped  laser  beam  remelting  approach  combined  with  relatively  low 
solidification rate required to obtain a suitable eutectic microstructure may be too slow a 
process  for  industrialization.  Consequently,  more  intense  laser  beams,  focused  into 
longer  line­shaped beams, are desirable. Moreover, as  the  full  sample surface width  is 
simultaneously  covered  by  the  focused  laser  line  under  these  conditions,  no  surface 
curvature  is  generated due  to  the  overlap  of  drop­shaped  tracks,  and macroscopically 
smoother  surfaces  can  thus  be  fabricated.  The  implementation  of  this  approach  is, 
however, limited due to difficulties in the dimensional scaling of substrate to be treated. 
That is, large eutectic composition substrates should be gradually preheated to a desired 
laser  treatment  temperature  and  cooled  down without  deterioration.  Estepa  and  de  la 
Fuente  [26]  have  recently  patented  a  continuous  furnace  for  laser  processing  ideally 
fitting this purpose and making it possible to process large planar surface areas. 
The  resistance  of  a  dense  ceramic material  to  thermal  stress  is  strongly  dependent on 
sample size and in the present case on the width of the sample to be processed. Wider 
samples  processed  with  longer  line  focussed  laser  beams  require  even  more  careful 
control of preheating. 
This  study  is  addressed  to  optimize  the  preheating  conditions  of  directional  laser 
resolidification  on  wide  and  dense  ceramic  eutectic  surfaces  in  order  to  minimize 
thermal  shock  and  to  obtain  large  defect­free  surfaces  with  eutectic  microstructure. 






plaster  moulds.  Stable  water  based  suspensions  loaded  with  30  vol.%  solids  loading 
and Polyacrylic  acid  based polyelectrolyte  (PAA, Duramax D­3005, Rohm and Haas, 
USA) as a  stabilizing agent were prepared with tetragonal zirconia – alumina (t­ZrO2­ 




35.89 mol.%, Y2O3  1.11 mol.% and Mn2O3  0.05 mol.% as dopant. a­Al2O3  (Ceralox, 
HPA­0.5, USA), with mean particle  size  of  0.35 µm and  specific  surface  area of  9.5 
m 2 /g,  t­ZrO2  stabilised  with  3  mol.%  Y2O3,  (TZ3YS,  TOSOH,  Japan),  with  a  mean 
particle  size  of  0.4  µm  and  a  specific  surface  area  of  6.7  m 2 /g,  and Mn2O3  (Sigma­ 
Aldrich, 99.5%) were used as starting powders. After slip casting and drying in air for 



















Plates  with  a  resolidified  eutectic  layer  were  ground  from  the  opposite  side  of  the 
sample in order to obtain a final thickness of 3 mm (z direction, Figure 1a). In addition, 
they were cut  in the transversal orientation to the laser  line pass (yz plane cuts, Figure 
1b)  to  obtain  40  x  4  x  3  mm  geometry  samples.  Sample  corners  on  the  resolidified 
eutectic  layer  side  (subjected  to  tensile  stress  during  the  flexure  strength  test)  were 
grounded  to  avoid  fracture  initiation  from  defects  related  to  final  sample  preparation 
steps.  Reference  samples  with  the  same  geometry  were  prepared  from  as  sintered 
substrate plates without the directional laser resolidification treatment. The same, above 
described,  fracture  strength  sample  preparation  procedure was  applied,  leaving  the  as 
sintered  substrate  surface  to  be  subjected  to  tensile  stress  during  the  flexure  strength 
test.  Flexure  strength  was  evaluated  using  a  self  aligning  three­point  bending  test 
configuration with  a  30 mm  span  between  supporting  rods  in  an  Instron  4505  servo­ 












cm  in  width  geometry  and  preheated  to  980  ºC  exhibited  large  scale  defects  due  to 
thermal shock effects. The extensive cracks observed propagated along the longitudinal 
direction  (parallel  to  the  sample  travelling  direction,  x  axis)  throughout  the  whole 
eutectic  ceramic  substrate. As  a  possible  solution  to  this  drawback,  preheating  of  the 
samples within the 1000 to 1200ºC temperature range was chosen. 
A  preheating  temperature  of  1000  ºC  resulted  insufficient  to  avoid  thermal  shock 
damage. Extensive  cracking  of  the  ceramic  substrates  during  remelting  of  the  surface 
layer was observed. The  fact that cracks were generated at the same  instance the  laser 
beam  touched  the  sample  clearly  indicated  that  the  preheating  temperature  was  not 
sufficient.  By  increasing  the  preheating  temperature  up  to  1100ºC,  fracture  of  the 
substrate  during  laser melt  processing was  avoided,  but  crack  formation was  detected 
during the cooling down ramp. These cracks appeared along xz planes and were located 
at  an  almost  constant  distance  of  14­18  mm  from  each  other.  Thermo­mechanical 
calculations  indicate  that  these  cracks  form  due  to  stresses  generated  in  the  ceramic 





(left  axis)  as  a  function  of  the  linear  power  density  for  preheating  temperatures  of 
1100ºC and at  travelling rates of 1000 mm/h. Larger power densities yield  larger melt 
depths  and  larger melt  overheating. Assuming  that  the measured  temperatures  are  the 
maximum  melt  temperatures,  the  thermal  gradient  across  the  molten  drop  can  be 
calculated. Thermal gradients between 260 and 390 K/mm are obtained (260 K/mm for 
58 W/cm  linear power density with 1100  ºC preheating.) At processing  rates of 1000 
mm/h, we  obtain  cooling  rates  around  100  K/s.  This  thermal  gradient will  be  of  the 
same order of magnitude as  the  thermal gradient  that  the solid  sample adjacent  to  the 
melt will  be  subjected  to. The  latter  are  the  responsible  ones  for  the  development  of 
thermal  stress  during  cooling  and  sample  cracking.  The  magnitude  of  accumulated 
stress will depend on the thermomechanical material response. 
In  order  to  diminish  these  residual  stresses  below  the  fracture  stress,  the  substrate 
preheating  temperature was  further  increased  to 1200ºC. At this  temperature ceramics 
tend  to  show  some  plasticity  thus  the  accommodation  and  relaxation  of  the  above 
mentioned  residual  stress  is  expected.  As  shown  in  Figure  3,  by  using  1200  ºC 
preheating  temperature,  a  dense defect  free  sample  (at  this  level  of  observation) with 
smooth resolidified layer is obtained. This fact confirms the previous hypothesis that the 
principal cause of  the observed crack  formation during cooling down  is due to macro­ 
stresses  formed  between  the  resolidified  layer  and  the  remaining  ceramic  substrate 
while processing.  If  that would be  the case of  thermal  shock caused by  relatively  fast 
cooling down of dense substrate then it would be even more pronounced due to higher 
preheating temperature. The relaxation of the previously mentioned stresses below the 
critical value and at  the same time elimination of crack  formation within  substrates of
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40 mm  in width,  indicates  that  there  is  no  limit  in  the  geometry  of  the  surface  to  be 
treated, as long as sufficient laser power density is employed to obtain material melting. 
Table  1  summarizes  the  depth  of  the  remelted  layers  obtained  using  fixed  laser 
irradiances of 580 W/cm 2  for all three temperatures investigated. Substantial increase in 
remelted  layer  thickness with  increasing preheating temperature  is obtained due to the 
preheating temperature contribution to eutectic melting. 




was  obtained  for  t­ZrO2­Al2O3  eutectics with  a  processing  speed  of  1000 mm/h  [22] 
with  lower  preheating  temperatures  (980ºC).  Figure  4c  also  shows  the  presence  of 
Al2O3  (dark  phase)  primary  dendrites  that  grow near  to  the  layer­ceramic  interphase, 
probably  a consequence of a  slight  shift of  the ceramic composition  from  the eutectic 
compositions  towards  larger  Al2O3  contents.  The  eutectic  cells  are  oriented  from  the 
bottom towards the top of the layer  in its  lower part, and form left  to right in its upper 
part,  in  the  region  near  its  surface  (fig.  4b).  This  corresponds  to  a  growth  direction 
perpendicular to the solid­liquid interface which is drop­shaped. Consequently, overall, 
the  alignement  is  parallel  to  the  sample  traverse  direction  (X­direction  in  figure  1). 
Previous  mechanical  studies  have  shown  that  the  weakest  areas  in  Al2O3­zirconia 
eutectics  are  the  intercellular  areas  [22],  which  are  oriented  parallel  to  the  traverse 
direction along which also cooling crack formation is more probable. 
The  mechanical  performance  of  the  eutectic  plates  processed  with  an  optimum 
preheating  temperature  of  1200  ºC  was  evaluated  by  carrying  out  fracture  strength 
measurements.  Bars  were  cut  out  from  the  plates  in  the  perpendicular  direction  to
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sample  travelling  (yz plane, Fig. 1a),  so  that any unnoticed crack  formation along  the 
sample  travelling  direction  would  be  revealed  by  the  fracture  test.  The  reference 
ceramic  samples  showed  the  typical  fracture  origins  in  regions  near  the  surface  (Fig. 








is  revealed. Further work  is under way  to evaluate  the surface  remelting effect on the 
Weibull distribution of fracture strength of ceramics substrates. 
CONCLUSIONS 
Wide  (40  mm)  t­ZrO2­Al2O3  eutectic  ceramic  plates  were  laser  processed  with 
preheating to temperatures up to 1200 ºC. A defect free, 0.4 mm thick resolidified layer 
was  obtained. This  indicates  that  the  preheating  temperature  employed  is  effective  in 
minimising  thermal  shock  and  processing  stresses,  so  that  devastating  longitudinal 
cracks were eliminated. 
By  employing  this  process,  smooth  surfaces without overlapping  track  roughness  and 




Fracture  strength  measurements  confirmed  the  absence  of  longitudinal  crack­type 
defects within the final  laser remelted ceramic surface. Although no significant change 
in  average  fracture  strength  was  observed,  the  decrease  of  its  standard  deviation  for 
ceramic samples with a resolidified layer was revealed. Further work should be carried 
out  to evaluate  the surface  remelting effect on the Weibull distribution of  the ceramic 
materials. 
From the results observed it is expected that 1200 ºC preheating temperature permits to 
carry  out  laser  remelting  of  dense  (98 %TD)  eutectic  composition  ceramic  substrates 
without geometrical limitations. 
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Figure  3.  Laser  surface  remelted  ceramic  monolith  processed  under  optimum 




the  Al2O3­YSZ  plate  with  a  remelted  layer:  (a)  general  view  of  the ~400  µm  layer 
formed,(b)  the  colonies  formed  and  (C)  detail  of  the  colonies  formed  (Al2O3­  dark 
phase, YSZ – bright phase).
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Figure  5.  SEM  images  of  the  typical  critical  fracture  defects  corresponding  to:  (a) 
reference sample without remelted layer and (b) sample with laser remelted layer. The 
arrows indicate the fracture initiation area. As can be observed, remelting of the surface 
removes the superficial defects and forces the fracture to start within the zone below the 
remelted layer.
